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| D. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE "
~ WITH FOUNDATION, LED COUNTDOWN
PEDESTRIAN SIGNAL HEAD, ACCESSIBLE SERVICE ROAD
 PUSHBUTTON AND R10-3(1) SIGN TO READ | (2430") SHIELD
“PUSH BUTTON TO CROSS' INDIAN HEAD HWY OR ® 15°  ASCEMBLY
AUDREY LANE” (NOTE 1-3 IN. PVC BEND)(SEE NOTE 21) (487%75")

: F} INSTALL VIDEQ DETECTION CAMERA ON A CRASS

oy NOTE, PROPOSED LED SIGNAL PROPOSED EXISTING SIGNS TO REMAIN
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‘ UTH g2 70 1.2, 3+4.7.8, 9511, 17,18,19, 30 : ; .39 3
ECTioy 546 10,14 73,18 12,16 50,21 .27 P v
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TURN | [\ Poo oy stop|  (INDIANHEAD ™
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R5~1 DUAL FACED RIGHT OF WAY
CONSTRUCTION DETAILS CONTINUED (30"%x30") (Zﬁlogg”)
A. RELOCATE EXISTING TRAFFIC SIGNAL HEAD % / e
- S e 1O [

AND INSTALL NEW LED SIGNAL HEAD MODULES
B. INSTALL NEW LED SIGNAL HEAD SECTIONS 28+47455
C. INSTALL NEW LED SIGNAL HEAD MODULES '

E. INSTALL 3 IN. SCHEDULE 80 RIGID PVC
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NEMA PHASING FLASHING
@1 B2 43 B4 OPERATION

75 76 33 ALT g4 ALT

NOTE «

PHASES ASSOCIATED BY A DASHED LINE
MAY/WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE
WILL NOT OPERATE CONCURRENTLY.

GENERAL NOTES

MAINTENANCE CF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR
UTILIZING THE MDSHA STANDARD TYPICALS FOR TRAFFIC CONTROL.
THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE, RAMP, AND
PUSHBUTTON LCOCATIONS PRIOR TO INSTALLATION. ‘ :

. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL

BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPON
COMPLETION OF THE SIGNAL MODIF ICATION.

THE CONTRACTCOR SHALL BE RESPONSIBLE FOR ROUTING AND
PROPERLY LABELING ALL SIGNAL CABLES. THE SHA SIGNAL SHOP
WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING.

THE CONTRACTCOR IS TO REMOVE AND REPLACE THE CONCRETE
SIDEWALK AT THE NEAREST JOINT.

THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL
UNDERGROUND UTILITIES PRIOR TO THE INSTALLATION OF
PROPOSED SIGMAL EQUIPMENT. IF ANY UTILITY CONFLICTS ARISE
THE CONTRACTCOR SHALL CONTACT THE PROJECT ENGINEER. :

G. INSTALL OVERHEAD SIGN | —— el 7. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT
H. INSTALL GROUND MOUNTED SIGN ON ONE TO 1205 T o e o TID T - —— = THE FINAL SICEWALK OR CURB GRADE FOR CLOSED SECTIONS.,
4 IN. X 4 IN. WOOD SUPPORT —————————— —— e e oo . HIGHEST ROADWAY ER?EIEE %RADE Eoz 8§EN Ssg?éog?, &8 g%gToz
= CLEARANCES AS SPECIFI N MD 816.03, M .01, .02,
J. INSTALL 24 IN. DETECTABLE WARNING SURFACE D 210 (INDIAN HEAD H MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES
(SURFACE APPLIED). REFERENCE MD STD. 655.40 g ( wY) PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.
(SEE NOTE 18) . — — 8. THE CONTRACTOR SHALL CENTER THE PROPOSED CROSSWALKS
K. INSTALL 12 IN. WHITE LEAD FREE REFLECTIVE — ——— WITH THE EXISTING OR PROPOSED RAMPS.
THERMOPLASTIC PAVEMENT MARKINGS FOR . e 9. %bLTﬁéVEABAEEX g%iﬁéEESSSHALL BE INSTALLED IN ACCORDANCE
~ CROSSWALK (SEE NOTE 9) | — 10.ALL ACCESSIBLE PEDESTRIAN EQUIPMENT SHALL BE DEL IVERED
L. INSTALL 24 IN. WHITE LEAD FREE REFLECTIVE  —77 777 7 - TO THE SHA SIGNAL SHOP FOR TESTING AND PROGRAMMING
THERMOPLASTIC PAVEMENT MARKINGS FOR - —  PRIOR TO INSTALLATION. CON$éCT MR. EDWARD RODENHIZER
STOPL INE - AT 410-787-7€50 TO COORDINATE. i
RE ' ' —— 11.WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS, THE
M"Egﬁg¥gugﬁI2?52$AEQDEKQ;KWﬁﬁgPDéﬁgCTABLE. L LT St ee 5= oo —————>  CONTRACTOR SFALL BE REQUIRED TO EXCAVATE FOR
e ol _:mmwm - ) ]
) MD 210 1 = FOUNDATION AND CONDUIT BY HAND. |
WARNING SURFACE, REFERENCE MD STD. 655.40 (INDIAN HEAD HWY) 12.SEE GENERAL INFORMATION SHEET FOR PEDESTAL POLE, SIGNAL
 (SEE.DETAIL THIS SHEET) S — - - h HEAD, PAVEMENT MARKINGS., AND APS DETAIL LAYOUT. L
N. REMOVE EXISTING SIDEWALK RAMP AND CONSTRUCT —— — 13'ASSTQST%ggéT$ggTogeT%EAQEEESS%EEEcgg?gigﬁééNsaifﬁAL
H .
w2R§¥gé gagg;éESIgggéééNgéMSDwé$g DE;ECXQBLE SR h NOTIFY THE PROJECT ENGINEER TO OBTAIN APPROVAL FOR THE
’ y : —— — NEW LOCATION TO ENSURE MUTCD SEC. 4E.09 AND FIG. 4E-2
0. CONSTRUCT MD STD. 655.21 CUT-THROUGH REQUIREMENTS ARE MET. ALL WORK MUST BE HALTED UNTIL
WITH DETECTABLE WARNING SURFACE, h THE PROJECT ENGINEER HAS OBTAINED AN APPROVED LOCATION .
'REFERENCE MD STD. 655.40 - g ; , - A— OR IF ‘NECESSARY A DESIGN WAIVER IS OBTAINED.
P. REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT laus stopl 7 ¢ o i — 14-?gsnggggscézIg'LgEA%EBASﬁDTSE IE@ELALi53§§gRIAN
PRIOR TO INSTALLATION OF RAMPS AND NEW e ; > TO 195 /495 -
: j GRASS AREA, DOES NOT HAVE TO REACH MORE THAN 18 IN.
EQUIPMENT: CAP AND ABANDON EXISTING N ; 15.VIDEQ CAMERA LOCATION/ALIGNING SHALL BE COORDINATED
CONDUIT AT NEAREST HANDHOLE | == ; S mm e e o " WITH THE SHA ENGINEER. |
Q. REMOVE EXISTING PUSHBUTTON AND PEDESTRIAN ; SERvI T s s 16.£g§Nggmg§Agzgng?éki Sggggg AND DISPOSE OF ALL
IGNAL HEAD (F ) i CE ROAD | .
§N8N1§ST5LE NE&FtEgoégug%ggwﬁpPRUVED MATERIAL’ ; 'AD 17.THE CONTRACTOR SHALL INSTALL SIDEWALK WITH A DEPTH OF 5 IN.
Al . | B ' THE 4 INCH CONCRETE SIDEWALK QUANTITY HAS BEEN INCREASED
PEDESTRIAN SIGNAL HEAD, ACCESSIBLE PUSHBUTTON, i - BY A FACTOR OF 1.25 TO ACCOUNT FOR THE ADDED DEPTH. |
AND SIGN R10-3(1) SIGN TO READ “PUSH | | ; ~ 18.PLACE 24 IN. WIDE DETECTABLE WARNING SURFACE ALONG THE
BUTTON TO CROSS INDIAN HEAD HIGHWAY” { == gULLY DE§R§§$EDDP8§¥50¥HEFS¥SE giiggéwc RAMP. THE MAT
, | \ | HALL N EN . -
R iigogﬁpﬁééiglNG GROUND MOUNTED SICN | 19. THE CONTRACTCR SEA%E I¥§Té%%OALL CONDUIT PRIOR TO NEW
| A% = SIDEWALK AND RAM NSTRU N. -
S. REMOVE EXISTING PAVEMENT MARKINGS " /f A D 20.THE 10 FT. SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED
T. REMOVE EXISTING PEDESTRIAN SIGNAL . . )  EXSTING OVERHEAD 1C FROM FACE OF PUSHBUTTON TO FACE OF PUSHBUTTON, NOT CENTER -
HEAD AND PUSHBUTTON, AND INSTALL CONSTRUCTION DETAILS CONT . e = 5 ’ ! SOUTH TO LIVINGSTON ROAD OF POLE TO CENTER OF POLE.
OVERHEAD SIGN NO. 53 ON EXISTING SIGNAL ' : ®/ 61 / o 7 18 X RIGHT OF WAY 21.THE CONTRACTOR SHALL INTEGRATE PROPOSED/EXISTING CONCRETE
POLE (FILL VOID WITH APPROVED MATERIAL) BB-REMOVE EXISTING CONCRETE SIDEWALK ! Cj/ - N A : OF WAY FOUNDATIONS WITH NEW CURB/SIDEWALK RAMP WHERE NECESSARY.
U.. USE EXISTING BASE MOUNTED CABINET | AND CONSTRUCT MD STD. €55.21 D | QX<:5/ \ SN STATE OF MARYLAND
V. USE EXISTING HANDHOLE CUT-THROUGH WITH DETECTABLE WARNINGZ{ ! C:?: 2\ ! g W) NE SIDEWALK RAMP DETAIL DEPARTMENT OF TRANSPORTATION
| SURFACES MD STD. 655.40. CONSTRUCT I i o g : STATE HIGHWAY ADMINISTRATION
W. USE EXISTING CONDUIT . 9 ! i olli |l |o (NOT TO SCALE)
X. REMOVE EXISTING SIDEWALK AND : STANDARD TYPE A CURB MD STD. 620.02 E _o_ii m ot 5 - OFFICE OF TRAFFIC & SAFETY
CONSTRUCT MD STD. 655.21 IN LIEU OF SIDE FLARES S = | ~ NP0E FLare sLoPES TRAFFIC ENGINEERING DESIGN DMISION
CUT-THROUGH (4 FT. WIDE) WITH - CCLINSTALL SIGN NO. 27 ON EXISTING TUBULAR SUPPORT > | / TOBE T2:1 MAX. MD 210 (INDIAN HEAD HIGHWAY)
DETECTABLE WARNING SURFACE MD DD.ADJUST EXISTING HANDHOLE TO GRADE Z | ) o N AT AUDREY LANE
STD. €55.40 - EE.REMOVE EXISTING HANDHOLE N | 5 EXTSTING s/w o | ; |
FF.BAND OVERHEAD SIGN NO. 55 TO EXISTING ‘ — 1 . _
Yoo fEoLath 2 The CONGRETE SIDEWALK LIGHT STRUCTURE 5'x 57 LANDING ‘NmE o APPROVALS _ mevsons TRAFFIC SIGNALIZATION PLAN
\ : GG.REMOVE EXISTING VIDEO DETECTION CAMERA AND - ' : S ® INSTALL VIDEO DETECTION 04/2007 . _ oo o
Z. REMOVE EXISTING CONCRETE SIDEWALK 5 . . _\\\\ //// ; SCALE__T = 20 DATE_ 50472 CONTRACT NQ._ XX1005885
L e s 2T aNoAnD Tome e INSTALL NEW CAMERA IN THE SAME LOCATION E%ﬁﬁ?§85¢wm\\\= ~ / N o5 |55 Coioom Souns” Siuearazssiet i
AND GUTTER MD STD. 620.02 HH. ABONDON EXISTING LOOP WIRE 5];\ ;ké;,,f—EX.FACE \\\§§>// AMiLmﬁgi?€$§fbl LI bEsieneD By | COUNTY _PRINCE GEORGE'S
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